
CT

AFF ABOVE FINISHED FLOOR - TO BOTTOM OF ITEM UNLESS INDICATED
OTHERWISE ON DRAWINGS

CKT CIRCUIT

C CONDUIT

CM CONSTRUCTION MANAGER

DISC DISCONNECT

E EXISTING TO REMAIN

EC ELECTRICAL CONTRACTOR

EM EMERGENCY

ES EQUIPMENT SUPPLIER

FAAP FIRE ALARM ANNUNCIATOR PANEL

FACP FIRE ALARM CONTROL PANEL

FPC FIRE PROTECTION CONTRACTOR

GC GENERAL CONTRACTOR

GND GROUND

HC HEATING CONTRACTOR

MH MOUNTING HEIGHT TO CENTERLINE OF ITEM UNLESS INDICATED
OTHERWISE ON DRAWINGS

NIC NOT IN CONTRACT

PC PLUMBING CONTRACTOR

R DEVICE TO BE REMOVED AND RELOCATED TO ANOTHER AREA

RD DEVICE RELOCATED FROM ANOTHER AREA

S SURFACE MOUNTED

SS STAINLESS STEEL

TYP TYPICAL

WG WIRE GUARD SIZED SPECIFICALLY FOR DEVICE IT IS SERVING

WP WEATHERPROOF

UNO UNLESS NOTED OTHERWISE

PLAN NOTE SYMBOL - APPLIES ONLY TO SHEET ON WHICH NOTE IS
SHOWN

#

DETAIL NOTE SYMBOL - APPLIES ONLY TO DETAIL ON WHICH NOTE IS
SHOWN

#

EQUIPMENT REFERENCE SYMBOL#

ROOM NUMBER#

DETAIL B SHOWN ON SHEET E2
B

E2

ELECTRICAL CONNECTION REQUIRED

EXIT LIGHTING FIXTURE, ARROWS AS INDICATED, CEILING
MOUNTED, CONNECT AHEAD OF LOCAL SWITCHING

EXIT LIGHTING FIXTURE, ARROWS AS INDICATED, WALL MOUNTED
AT 3" CLEAR ABOVE DOOR TRIM OR BELOW CEILING AS REQUIRED,
CONNECT AHEAD OF LOCAL SWITCHING

LIGHTING FIXTURE; CAPITAL LETTER DENOTES FIXTURE TYPE, LOWER
CASE LETTER DENOTES SWITCHING ARRANGEMENTB1

b

LIGHTING FIXTURE ON LIFE SAFETY CIRCUIT
B1

H1

H1

EACH ARROWHEAD REPRESENTS ONE COMPLETE CIRCUIT; CAPITAL
LETTER DENOTES PANEL; NUMBER DENOTES CIRCUIT

A-1&2

WIRE & CONDUIT IN WALL OR ABOVE CEILING.  ALL DASH LINES
SHALL SIGNIFY WORK TO BE REMOVED.

WIRE & CONDUIT IN OR BELOW FLOOR SLAB OR BELOW GRADE

CABLE TRAY

JUNCTION BOX
GENERAL SUBSCRIPTS:

CAM - CAMERA LOCATION. COORDINATE WITH TECHNOLOGY.
SCREEN - MOTORIZED SCREEN COORDINATE WITH TECHNOLOGY.
SOME DO NOT NEED SWITCHES.

J

20A-125V SINGLE RECEPTACLE, NEMA 5-20R (18" MH)

20A-125V DUPLEX RECEPTACLE, NEMA 5-20R (18" MH)
GENERAL SUBSCRIPTS:

GF - GROUND FAULT CIRCUIT INTERRUPTER
WP - WEATHER RESISTANT RECEPTACLE W/ WEATHERPROOF 

WITH TAYMAC #20310 STANDARD COVER, VERTICAL MOUNT
T - TAMPER RESISTANT, HUBBELL #HBL8300SG
IG - ISOLATED GROUND
CM - CEILING MOUNTED WITH RIGID SUPPORT
AV - AUDIO/VISUAL OUTLET LOCATION.  PROVIDE RECEPTACLE IN

SEPERATE BACKBOX ADJACENT TO AV OUTLET LOCATION AND
CIRCUIT AS INDICATED ON PLANS.  COORDINATE MOUNTING
LOCATION WITH ARCHITECTURAL ELEVATIONS AND CASEWORK
PLANS.

TV - TELEVISION SERVICE LOCATION (90" M.H. UNLESS NOTED
OTHERWISE).  PROVIDE RECEPTACLE IN SEPERATE BACKBOX
ADJACENT TO TELEVISION SERVICE LOCATION AND CIRCUIT AS
INDICATED ON PLANS.

VO - TELEVISION SERVICE LOCATION (18"M.H. UNLESS NOTED
OTHERWISE).  PROVIDE RECEPTACLE IN SEPERATE BACKBOX
ADJACENT TO TELEVISION SERVICE LOCATION AND CIRCUIT AS
SHOWN ON PLANS.

SPECIAL PURPOSE RECEPTACLE, REFER TO NOTE ON PLAN (18" M.H.
UNO)

20A-125V DOUBLE DUPLEX RECEPTACLE, NEMA 5-20R, (18" M.H.)
TWO-GANG ASSEMBLY

20A-125V DOUBLE DUPLEX RECEPTACLE, NEMA 5-20R, (46" M.H.)
WHERE SHOWN ABOVE COUNTER, COORDINATE HEIGHT WITH
CASEWORK CONTRACTOR

20A-125V DUPLEX RECEPTACLE, NEMA 5-20R (46" MH), WHERE
SHOWN ABOVE COUNTER, COORDINATE HEIGHT WITH CASEWORK
CONTRACTOR

EMERGENCY CODE BLUE BUTTON (46" MH)CB

NURSE CALL PATIENT STATION (46" MH)NP

NURSE CALL MASTER CONTROL STATION ("W" WHEN SHOWN
INDICATES WALL MOUNTED AT 46" MH, "D" WHEN SHOWN
INDICATES DESK MOUNTED)

NM

NURSE CALL STAFF STATION (46" MH)NS

NURSE CALL DUTY STATION (46" MH)ND

NURSE CALL STAFF ASSIST STATION (46" MH)SA

EMERGENCY NURSE CALL STATION WITH PULL CORD FOR PATIENT
USE (33" MH IN TOILET ROOMS, 90" MH IN SHOWERS AND WET
AREAS, 46" MH IN ALL OTHER AREAS)

T

CEILING MOUNTED NURSE CALL DOME LIGHT

WALL MOUNTED NURSE CALL DOME LIGHT (90" MH)

CEILING MOUNTED COMBINATION DOME LIGHT AND BUZZER

CEILING MOUNTED NURSE CALL ZONE LIGHT

B

Z 

LEGEND LEGEND CONTINUED LEGEND CONTINUED
(NOT ALL ITEMS

MAY APPLY)
(NOT ALL ITEMS

MAY APPLY)
(NOT ALL ITEMS

MAY APPLY)

b

LIGHTING FIXTURE ON CRITICAL AND/OR EQUIPMENT CIRCUIT
B1H1

SIMPLEX 6311-9021 ELAPSED TIME INDICATOR CLOCK (90" M.H.)
AND  6311-9502 CONTROLLER SWITCH AT 46" M.H. (OR EQUAL).

SHEET NO.

ELECTRICAL SHEET INDEX

E1.10 SCHEDULE AND DETAILS

WIRE SIZING SCHEDULE FOR 30AMP OR LESS DEVICES

WIRE SIZES ARE FOR ITEMS NOT SHOW OR U.N.O.:

15A-2P (2) #12 & (1) #12 GND IN 3/4" CONDUIT.

15A-3P (3) #12 & (1) #12 GND IN 3/4" CONDUIT.

20A-1P (2) #12 & (1) #12 GND IN 3/4" CONDUIT.

20A-2P (2) #12 & (1) #12 GND IN 3/4" CONDUIT.

20A-3P (3) #12 & (1) #12 GND IN 3/4" CONDUIT.

25A-1P (2) #10 & (1) #10 GND IN 3/4" CONDUIT.

25A-2P (2) #10 & (1) #10 GND IN 3/4" CONDUIT.

25A-3P (3) #10 & (1) #10 GND IN 3/4" CONDUIT.

30A-1P (2) #10 & (1) #10 GND IN 3/4" CONDUIT.

30A-2P (2) #10 & (1) #10 GND IN 3/4" CONDUIT.

30A-3P (3) #10 & (1) #10 GND IN 3/4" CONDUIT.

UPSIZE WIRE PER SPECIFICATIONS FOR VOLTAGE DROP.

20A-125V DUPLEX RECEPTACLE, NEMA 5-20R, IN HUBBELL PFB1
FLUSH FLOOR BRASS COVER PLATE, PROVIDE CARPET FLANGE
WHERE REQUIRED, 'Q' DENOTES QUAD OUTLET (S1PFB), 'AV'
DENOTES POCKET BOX (HBLCFB401), OR AS INDICATED.

20A-125V DUPLEX PEDESTAL TYPE FLOOR RECEPTACLE, NEMA
5-20R, IN HUBBELL BA-2527 FLOOR BOX WITH SA-2525 COVER
PLATE AND SC-3091 HOUSING, PROVIDE CARPET FLANGE WHERE
REQUIRED

FIRE RATED POKE THRU, SEE PLAN FOR MORE INFORMATION.

S

SINGLE POLE WALL SWITCH (46" MH), RATED FOR ONE HORSE
POWER.
GENERAL SUBSCRIPTS:

a - LOWERCASE LETTER DENOTES SWITCHING GROUP
2 - TWO-POLE WALL SWITCH (46" MH)
3 - THREE-WAY WALL SWITCH (46" MH)
4 - FOUR-WAY WALL SWITCH (46" MH)

       D - LIGHTING DIMMER SWITCH (46" MH)
WATTAGE AS REQUIRED

       F - ELECTRONIC FLUORESCENT DIMMER SWITCH (46" MH),
LUTRON NOVA-T (SUBSCRIPT F SHALL BE EQUAL TO
#NFT-10-120V-1900W OR #NFT-10-277V-2200W; 277V
REQUIRES DOUBLE GANG BOX), COORDINATE SWITCH WITH
LIGHT FIXTURE VOLTAGE

       LV - LOW VOLTAGE
       M - FLUSH FRACTIONAL HORSEPOWER MOTOR STARTER WITH

NEON PILOT LIGHT, ONE-GANG ASSEMBLY (46" MH)
       OS - AUTOMATIC WALL SWITCH. DUAL TECHNOLOGY WITH

20-MINUTE DELAY.
       OS2 - 2 CIRCUIT AUTOMATIC WALL SWITCH.  DUAL
            TECHNOLOGY WITH 20-MINUTE DELAY.

RO - MOMENTARY CONTACT LOW VOLTAGE 2 HOUR OVERRIDE
SWITCH FOR AUTOMATIC LIGHTING CONTROL SYSTEM (46"
MH)

K - KEY OPERATED WALL SWITCH (46" MH)
WP - WEATHERPROOF WALL SWITCH

GANGED SWITCH ASSEMBLY (46" MH)

GANGED SWITCH ASSEMBLY FOR MULTI-LEVEL LIGHTING
APPLICATIONS, INNER LAMP(S) SHALL BE SWITCHED SEPARATELY
FROM OUTER LAMPS, UNLESS NOTED OTHERWISE.

HEAVY DUTY DISCONNECT SWITCH, SEE EQUIPMENT SCHEDULE FOR

SOURCES/VOLTAGES AND ALL REQUIREMENTS

MOTOR STARTER INCLUDING 'HOA', RED-RUN PILOT LIGHT,
CONTROL TRANSFORMER, AND AUXILIARY CONTACTS; VOLTAGES
AND ALL REQUIREMENTS

COMBINATION MOTOR STARTER (AS LISTED ABOVE) AND HEAVY
DUTY DISCONNECT SWITCH; VOLTAGES AND ALL REQUIREMENTS

ELECTRIC MOTOR

CABINET UNIT HEATER, UNIT HEATER, EXHAUST FANCUH

FAN COIL UNITFC

CIRCUIT BREAKER PANEL (FLUSH MOUNTED)

CIRCUIT BREAKER PANEL (SURFACE MOUNTED)

MISCELLANEOUS PANEL (FLUSH MOUNTED)

MISCELLANEOUS PANEL (SURFACE MOUNTED)

LINE VOLTAGE THERMOSTAT (FURNISHED BY HC WIRED AND
INSTALLED BY EC)

T

FIRE ALARM HORN & ADA SIGNAL LIGHT (88" MH)

FIRE ALARM ADA SIGNALING LIGHT (88" MH)

FIRE ALARM SIGNAL PULL-STATION STATION (46" MH)

F

L

F

KEY OPERATED FIRE ALARM SIGNALING STATION (46" MH)

CEILING MOUNTED SMOKE DETECTOR. SUBSCRIPT 'ER' INDICATES
ELEVATOR RECALL. SUBSCRIPT 'PA' INDICATES PRE-ACTION SYSTEM

F K

S

CEILING MOUNTED HEAT DETECTOR
H

IN-DUCT SMOKE DETECTOR, NOT ALL DEVICES SHOWN, REFER TO
DETAILS

DUCT MOUNTED SMOKE DETECTOR, NOT ALL DEVICES SHOWN,
REFER TO DETAILS

S

ELECTROMAGNETIC DOOR HOLDER (WALL MOUNTED)D

WATER FLOW SWITCHW

FIRE ALARM CONTROLLED PROGRAMMABLE RELAY

VALVE TAMPER SWITCH

SMOKE DAMPER, NOT ALL DEVICES SHOWN, REFER TO DETAILS

FIRE SHUTTER

R

V

SD

FS

PUSH-BUTTON (46" MH) FURNISHED BY OTHERS

BUZZER, SEE PLAN NOTESB

EXTERIOR WEATHERPROOF FIRE ALARM BELL

CEILING MOUNTED DUAL TECHNOLOGY OCCUPANCY SENSOR.
        20-MINUTE DELAY.
        2 - 2 CIRCUIT CEILING MOUNTED OCCUPANCY SENSOR

OS

PC PHOTO CELL

LV
SR

LOW VOLTAGE LIGHTING RELAY, REFER TO TYPICAL PATIENT ROOM
LIGHTING DETAIL

B

POWER SUPPLY FOR ELECTRIC LATCH. SEE NOTATION FOR
CIRCUITING.

EL

BED JACK - 37 PIN, LOCATED IN BED LOCATORJB

CODE PINK  BUTTON  (46" MH)CP

FLUSH MOUNTED CEILING SPEAKERCS

CC SEMI-RECESSED CEILING MOUNT COLOR CCTV CAMERA, SUBSCRIPT
INDICATES BASE LENS SIZE

TELEVISION SERVICE LOCATION. PROVIDE 2-GANG BACK BOX WITH
GANG DIVIDER AT 18" MH, PROVIDE (1) 1" BUSHED CONDUIT FROM
COMMUNICATIONS SIDE OF BOX TO ABOVE ACCESSIBLE CEILING,
PROVIDE 1" CONDUIT SLEEVE FROM ABOVE ACCESSIBLE CEILING TO
LOCAL CORRIDOR ACCESSIBLE CEILING, PROVIDE (1) "F" TYPE
COAXIAL VIDEO OUTLET AND REQUIRED INTERFACE FOR PILLOW
SWITCH CONTROL, CABLED COMPLETE PER SPECIFICATIONS AND
PLAN DETAILS, PROVIDE DUPLEX RECEPTACLE IN POWER SIDE OF
BOX AND CIRCUIT AS SHOWN ON PLANS

TV

LIGHTING FIXTURES

CAT5e PHONE/DATA OUTLET, 18"MOUNTING HEIGHT, DOUBLE
GANG BOX, TWO CABLES TO EACH LOCATION IDENTIFIED ON
DRAWINGS.  EACH LOCATION SHALL RECIEVE ONE(1) BLUE CABLE
AND ONE (1) YELLOW CABLE.  EXTEND A 1" BUSHED CONDUIT WITH
PULL CORD OUT ABOVE NEAREST ACCESSIBLE CEILING
CM - CEILING MOUNT WITH RIGID SUPPORT

1/E500TYP SMOKE DAMPER CONTROL DIA.

SCALE: NONE

REMOTE TEST
STATION

WIRE SCHEDULE
1.- (1) #18AWG TWISTED SHEILDED PAIR AND (2) #14AWG 24VOLT POWER IN
3/4" CONDUIT.
2.- (4) #14AWG IN 3/4" CONDUIT.
3.- (2) #14AWG IN 3/4" CONDUIT.

GENERAL NOTES
A.- SMOKE DAMPER PROVIDED AND INSTALLED BY HC.
B.- ALL WIRING, CONDUIT AND FIRE ALARM SYSTEM DEVICES FOR CONTROL OF
SMOKE DAMPER BY EC.
C.- WIRING AS SHOWN IS THE MINIMUM REQUIRED FOR THE NECESSARY
CONTROL FUNCTION. EC SHALL PROVIDE WIRING AS SHOWN ON FIRE ALARM
SHOP DRAWINGS WHEN IN CONFLICT WITH THIS DIAGRAM.
D.- DUCT SMOKE DETECTOR SHALL BE EITHER A SIMPLEX 4098-9751 (FOR
DUCTS SMALLER THAN 8" SQUARE OR 9" SMALLER IN DIAMETER) OR SIMPLEX
4098-9756 (FOR ALL SIZES LARGER THAN PREVIOUS LISTING).
E.- SMOKE DETECTOR FOR SMOKE DAMPER SHALL BE PROVIDED WITH AN
EXTRA RELAY TO SHUT DOWN UPON THE SUPPY AIR HANDLING UNIT
SHUTTING DOWN FOR SMOKE, OR ANY OTHER SMOKE DAMPER DETECTING
SMOKE. PROVIDE ALL CONTROL AND REWIRING OF EXISTING AS SYSTEM IS
MODIFIED. COORDINATE WITH HVAC CONTRACTOR. SMOKE DAMPERS SHALL
SHUT 5 SECONDS AFTER UNITS DEACTIVATION.

DUCT SMOKE DETECTOR 120V POWER TO SMOKE
DAMPER

SR S R RELAY LOCATED WITHIN 3'-0"
OF SMOKE DAMPER PER NFPA

SMOKE DAMPER

SD

J

FIRE ALARM SYSTEM JUNCTION BOX

120V AC
EMERGENCY
CIRCUIT

R

2 3

1

SHEET TITLE

OSRAM SYLVANIA
CATALOG NUMBER

LAMPS

NOTES:
1.- FIXTURES WITH AN "A" FOLLOWING THE FIXTURE DESIGNATION SHALL BE PROVIDED WITH AN 1100 LUMEN BATTERY BALLAST.

MANUFACTURER AND CATALOG NUMBER

D
E

S
IG

N
A

T
IO

N
F

IX
T

U
R

E

 V
O

LT
A

G
E

FIXTURE DESCRIPTION

IN
C

A
N

D
E

S
C

E
N

T

W
A

T
T

S
 /

 L
A

M
P

F
LU

O
R

E
S

C
E

N
T

H
ID

QUANTITY

APPROVED EQUALS

AC - AIRCRAFT CABLE
C  - CHAIN
CM - CEILING MOUNT
P  - STEM
R  - RECESSED
S  - SURFACE
UC - UNDER CABINET
W  - WALL
UV - UNIVERSAL

MOUNTING OPTIONS

1

R
E

F
E

R
 T

O
 N

O
T

E
(S

)

120

CH1 4' 2 LAMP CHAIN HUNG INDUSTRIAL FIXTURE

2

- -

32

C

-

-120R3 2 32 R2' X 4' 2 LAMP HIGH EFFICIENCY RECESSED VOLUMETRIC TROFFER - -

-

T8/841

T8/841

-

DIE CAST ALUMINUM EXIT SIGN NO BATTERY, 1 FACE, RED LETTERS -- - - LED SUPPLIED WITH UNIT UV -X1 120 - -

-X2 120 DIE CAST ALUMINUM EXIT SIGN NO BATTERY, 2 FACE, RED LETTERS -- - - LED SUPPLIED WITH UNIT UV

1' x 4' LINEAR FIXTURE -

2

-

32 T8/841

CMC1

120

 PANEL: BD1

B 2827
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C
B
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C
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C17
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B
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B
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C
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A

B
C

A

18
20
22

26
24

10
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16

8

4
6

2EXISTING 20/1 20/1 EXISTING
EXISTING 20/1
EXISTING 20/1
EXISTING 20/1
EXISTING 20/1
EXISTING 20/1
EXISTING 20/1

20/1
20/1

20/1 EXISTING
20/1 EXISTING
20/1 EXISTING
20/1 EXISTING
20/1 EXISTING
20/1 EXISTING
20/1
20/1
20/1 EXISTING

EXISTING
EXISTING

EXISTING
EXISTING

EXISTING 20/1
20/1
20/1

EXISTING
EXISTING

20/1 EXISTING

20/1
20/1 EXISTING
20/1 EXISTING
20/1 LIGHTING

EXISTING
SYS. FURNITURE

20/3EXISTING

20/1
20/1

EXISTING
EXISTING

20/1

20/1

MAINS:

CONN. LOAD:

LOCATION:

KVA--

150 A MB

A32A

VOLTAGE:

DEMAND LOAD:                      KVA

MOUNTING:

--

SURFACE

(---                  A)

208Y/120 V, 3 Ø, 4 W

MANUFACTURER: GE

REMARKS KVA BKR. BKR. KVA REMARKS
CKT. NO.
AND PH.

20/1
20/1

PANEL: BB1

B 2827

37

41
39

A

C
B

35
33
31
29

C
B
A
C

38

42
40

36
34
32
30

C17
19
21

25
23

A
B
C
A

9

15
13
11

B

B
A
C

7

3
5

1

A

B
C

A

18
20
22

26
24

10

14
12

16

8

4
6

2EXISTING 20/1 30/1 EXISTING
20/1
20/1

20/1
20/1

EXISTING

20/1
20/1
20/1
20/1
20/1 EXISTING

LIGHTING

EXISTING
EXISTING
EXISTINGEXISTING

EXISTING

EXISTING

EXISTING

EXISTING

EXISTING

EXISTING
EXISTING

30/1EXISTING

20/1

20/1

EXISTING

20/1
20/1
20/1

30/2

20/1

EXISTING

20/2

EXISTING

EXISTINGEXISTING

20/1

20/1
20/1
20/1
20/1
20/1
20/1
20/1
20/1

EXISTING

EXISTING

EXISTING
EXISTING

EXISTING
EXISTING

EXISTING
20/1

20/1
20/1
20/1
20/1

20/1 RECEPTACLES
EXISTING20/1

EXISTING

EXISTING
EXISTING

MAINS:

CONN. LOAD:

LOCATION:

KVA--

150 A MB

B16A

VOLTAGE:

DEMAND LOAD:                      KVA

MOUNTING:

--

SURFACE

(---                  A)

208Y/120 V, 3 Ø, 4 W

MANUFACTURER: GE

REMARKS KVA BKR. BKR. KVA REMARKS
CKT. NO.
AND PH.

20/1
20/1

LIGHTING
1.12-L
0.87-L

RECEPTACLES
RECEPTACLES
RECEPTACLES
RECEPTACLES

1.26-R
1.50-R
0.86-R
1.08-R

PANEL: BB2

B 2827

37

41
39

A

C
B

35
33
31
29

C
B
A
C

38

42
40

36
34
32
30

C17
19
21

25
23

A
B
C
A

9

15
13
11

B

B
A
C

7

3
5

1

A

B
C

A

18
20
22

26
24

10

14
12

16

8

4
6

2EXISTING 20/1 20/1 EXISTING
20/1
20/1

20/1
20/1

EXISTING

20/1
20/1
20/1
20/1
20/1 EXISTING

EXISTING

EXISTING
EXISTING
EXISTINGEXISTING

EXISTING

EXISTING

EXISTING
EXISTING

EXISTING

EXISTING

EXISTING

EXISTING
EXISTING

20/1EXISTING

20/1
20/1
20/1

20/3

20/2

EXISTING

20/1
20/1
20/1
25/3

20/2

EXISTING

40/3

EXISTING

15/3 EXISTING15/3EXISTING

EXISTING 20/3 EXISTING

MAINS:

CONN. LOAD:

LOCATION:

KVA--

150 A MB

B16A

VOLTAGE:

DEMAND LOAD:                      KVA

MOUNTING:

--

SURFACE

(---                  A)

208Y/120 V, 3 Ø, 4 W

MANUFACTURER: GE

REMARKS KVA BKR. BKR. KVA REMARKS
CKT. NO.
AND PH.

PANEL: BD2

B 2827

37

41
39

A

C
B

35
33
31
29

C
B
A
C

38

42
40

36
34
32
30

C17
19
21

25
23

A
B
C
A

9

15
13
11

B

B
A
C

7

3
5

1

A

B
C

A

18
20
22

26
24

10

14
12

16

8

4
6

2RECEPTACLES 20/1 20/1 EXISTING

EXISTING 100/3

EXISTING 15/3

20/1

20/1 EXISTING
15/3 EXISTING

20/1 EXISTING
20/1 EXISTING
20/1
20/1
20/1 EXISTING

EXISTING
EXISTING
EXISTING

EXISTING 30/2

20/1EXISTING
15/1 EXISTING

20/1
20/1 EXISTING
20/1 EXISTINGEXISTING

20/1EXISTING
HC DOOR OP

20/1
LIGHTING

20/1EXISTING
20/1EXISTING
20/1EXISTING
20/1EXISTING
20/1EXISTING
20/1EXISTING

EXISTING

20/1

20/1
MOB STRG UNIT30/1

EXISTING
20/1 EXISTING
20/1 EXISTING
20/1 EXISTING

MAINS:

CONN. LOAD:

LOCATION:

KVA--

150 A MB

A32A

VOLTAGE:

DEMAND LOAD:                      KVA

MOUNTING:

--

SURFACE

(---                  A)

208Y/120 V, 3 Ø, 4 W

MANUFACTURER: GE

REMARKS KVA BKR. BKR. KVA REMARKS
CKT. NO.
AND PH.

SYS. FURNITURE
SYS. FURNITURE

20/1
20/1
20/1

1.50-R
1.50-R
1.50-R

20/1
SYS. FURNITURE
SYS. FURNITURE

1.50-R
1.50-R 20/1 1.00-L

1.00-L
20/1SYS. FURNITURE

SYS. FURNITURE
1.50-R
1.50-R

20/1
20/1SYS. FURNITURE

SYS. FURNITURE
1.50-R
1.50-R

1.50-R
1.50-R

SYS. FURNITURE
SYS. FURNITURE

20/1

0.54-R

20/1SYS. FURNITURE 1.50-R 1.50-R SYS. FURNITURE20/1

PANEL: BD3

B 2827

37

41
39

A

C
B

35
33
31
29

C
B
A
C

38

42
40

36
34
32
30

C17
19
21

25
23

A
B
C
A

9

15
13
11

B

B
A
C

7

3
5

1

A

B
C

A

18
20
22

26
24

10

14
12

16

8

4
6

2 30/2 EXISTING

EXISTING

EXISTING

20/1

EXISTING

20/1 EXISTING
20/1 EXISTING
20/1
20/1
20/1 EXISTING

EXISTING
EXISTING
EXISTING

EXISTING

20/1EXISTING
20/1 EXISTING

20/1
20/1 EXISTING
20/1 RECEPTACLEEXISTING

20/1RECEPTACLES 20/1

20/1FC UNITS
20/1EXISTING
20/1EXISTING
20/1EXISTING
20/1EXISTING
20/1RECEPTACLES

EXISTING

20/1

20/1
20/1

REFRIGERATOR
20/1 SPARE
20/1 EXISTING
20/1 EXISTING

20/1

20/1
20/1

20/1

20/1
20/1

20/1

20/1

20/1

20/1
EXISTING

EXISTING

EXISTING

EXISTING

EXISTING

EXISTING

EXISTING

20/1EXISTING

20/1
20/1
20/1

EXISTING
EXISTING

20/1 EXISTING

EXISTING
EXISTING

MAINS:

CONN. LOAD:

LOCATION:

KVA--

NO MAIN FROM DPD

A32A

VOLTAGE:

DEMAND LOAD:                      KVA

MOUNTING:

--

SURFACE

(---                  A)

208Y/120 V, 3 Ø, 4 W

MANUFACTURER: GE

REMARKS KVA BKR. BKR. KVA REMARKS
CKT. NO.
AND PH.

CAT5e PHONE/DATA OUTLET, 18"MOUNTING HEIGHT, DOUBLE
GANG BOX, THREE CABLES TO EACH LOCATION IDENTIFIED ON
DRAWINGS.  EACH LOCATION SHALL RECIEVE TWO(2) BLUE CABLE
AND ONE (1) YELLOW CABLE.  EXTEND A 1" BUSHED CONDUIT WITH
PULL CORD OUT ABOVE NEAREST ACCESSIBLE CEILING
CM - CEILING MOUNT WITH RIGID SUPPORT
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3

0.50-M 20/1

2.88-R

0.90-M

1.22-R
0.54-R

0.50-R

--UC1 120 -1 - - T8/841 UC
LINEAR UNDERCABINET LIGHT WITH 1 ROCKER SWITCH PER CABINET
SECTION.  PROVIDE IN LENGTHS AS SHOWN ON DRAWINGS

1.00-R

E1.20

E2.20

E2.30

E2.40 GROUND FLOOR SYSTEMS PLANS

GROUND FLOOR POWER PLANS

GROUND FLOOR LIGHTING PLANS

GROUND FLOOR DEMOLITION PLANS

RECEPTACLES

PROXIMITY CARD READERPR

CAT5e PHONE/DATA OUTLET, 18"MOUNTING HEIGHT, DOUBLE
GANG BOX, FOUR CABLES TO EACH LOCATION IDENTIFIED ON
DRAWINGS.  EACH LOCATION SHALL RECIEVE TWO(2) BLUE CABLE
AND TWO (1) YELLOW CABLE.  EXTEND A 1" BUSHED CONDUIT WITH
PULL CORD OUT ABOVE NEAREST ACCESSIBLE CEILING
CM - CEILING MOUNT WITH RIGID SUPPORT
46" - MOUNTING HEIGHT OF 46"
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1.50-R

20/1RECEPTACLES 1.50-R
1.50-R

120R2 R -2' X 2' 2 LAMP HIGH EFFICIENCY RECESSED VOLUMETRIC TROFFER 2 - - 17 T8/841
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